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Product Specifications

Articel No.
EAN Code
Type

DMD type
Resolution
Brightness
Contrast Ratio *
Display Color
Aspect Ratio
Projection Size
Lenses (Optional) ***

Lens Shift
Lightsource type
Lightsource Life **
Keystone Adjustment
PC resolution
Horizontal Frequency
Vertical Scan Rate
HDTV /Video Compatibility
Built-in Speaker
Security

Feature

Dimensions (W x H x D)
Weight

Power Supply

Power Consumption

Standby Power Consumption
Audible Noise

Operating Temperature
On-Screen Display Languages

Accessories

Guarantee

9HJKY77.26E

471 8755077852

DLP Single 0.67"WUXGA

DC3 DMD Chip

1920 x 1200 pixels

7.000 ANSI Lumens

3.000.000: |

1,07 Billion Colors

Native 16:10 (6 formats selectable in total)
50" ~ 500", Standard Lens

Throw Ratio Zoom Ratio

LS2ST3 Wide Fix (5)JDH37.002) 0778 Fixed
LS2ST | Wide Zoom (5)JDH37.01 1) l1~13 1.18x
LS2ST2 Short Throw (5AJK337.001) 077 ~ 1. |.42x
LS2ST4 Semi Throw (5AJK337.011) 125~ 1.6 1.28x
LS2SD2 Standard (5JJEN37.001) 154~ 1.93 1.25x
LS2LTI Semi Long (5/JDH37.032) 193 ~29 1.5x

LS2LT2 Long Zoom (5)JDH37.041) 30~50 1.67x

Vertical: - 15% ~ 55% / Horizontal: -5%~5%, Standard Lens

Laser Diodes

Normal 20.000 / Eco 38.000 / Dimming mode 70.000 hours

Vertical: £ 30 degree, Horizontal: + 30 degree

VGA(640 x 480) to WUXGA(1920 x 1200)

15~ 102KHz

23~ 120 Hz

480i, 480p, 5761, 567p, 720p, 1080i, 1080p / NTSC, PAL, SECAM

20W (2x 10W)

Security Bar, Kensington anti-theft lock slot

96% Rec. 709, Empty to True Black, 4K compatible, DICOM simulation mode, 360 degree and portrait projection, Corner shape,
Custom light source mode (light output setting), Dustproof motor, 24/7 hours in operation, FW upgrade via LAN,

Blanking, Dynamic dimming

525 x 216 x 470 mm (with feets)

24 kg (without lens)

100 ~ 240V AC

TBD

Normal < 0,5 Watt / Network < 2 Watt

36 /34 dBA

0 ~40°C

Avrabic / Bulgarian / Croatian / Czech / Danish / Dutch / English / Finnish / French / German / Greek / Hindi / Hungarian / ltalian / Indonesian /
Japanese / Korean / Norwegian / Polish / Portuguese / Romanian / Russian / Simplified Chinese / Spanish / Swedish / Turkish / Thai / Traditional
Chinese (28 Languages)

Standard

Installation Guide VGA cable (I.8m)
Remote Control Installation Guide
2x AA batteries Safety Guide

Guarantee card (depending on region) 3pin VESA to BNC cable
5 years or 20,000 hours (depending on which condition occurs first)

* LightSource lifetime results vary depending on environmental conditions and usage. Actual product features and specifications may vary without prior notice.
announcement will be changed

* All related optical values are measured through the standard lens
* Contrast is measured using the default Full On Full Off value.

Kk

Light source life depends on environmental conditions and lamp mode used. Model changes and errors excepted.

LU9245

BenQ DLP Projector




Dimensions

Input and Output Terminals

N
525 mm
y/
. y 470 mm N
@ LAN Port (RJ45 for Network Control) (@ RS-232 Input (D-sub 9pin, Male)
@ Monitor Output (D-sub |5pin, Female) m PC 2 Input (R/Pr,G/Y,B/Pb,H,V)
© USBTypeA (1.5A) @ 3D Sync Output
@ PC I Input (D-sub I5pin, Female) ® RCAAudio L/R Input/L/R Output
@ HDBaseT (RJ45) ®@ Serv_ice N 216 mm
@ DVI-D Input ® Audio Input (mini Jack)
@ Composite Video (RCA) @ Wired Remote Input / Output
rigger
® HDMII 12V Trigg
© HDMI2/MHL
Distance Chart
Lens Wide Zoom (LS2ST1) Standard (LS2SD2) Semi Long (LS2LTI) Long Zoom (LS2LT2) |Wide Fix (LS2ST3)
Throw Ratio II~13 1.54 ~ 193 193~29 3~5 0778
DI | Image Image Offset (A) O Distance Distance Distance Distance Distance
BEONaL | width | Height | Wide /Tele | Wide /Tele | Wide Tele Wide Tele Wide Tele Wide Tele N/A
(inch) (m) [(inch) (m) |(inch) (m) | (inch) (m) | (inch) (m) |(nch) (m) (inch) (m) |(@nch) (m) (nch) (m) | (inch) (m) (inch) (m) | (inch) (m) (inch) (m) (inch) (m)
80 203| 68 72| 42 108| 21 0054|233 0592| 75 190 88 224 | 104 265 131 333|131 333 197 5 | 204 517 339 862 53 134
100 254 | 8 215[ 53 135| 26 0067[ 291 0740| 93 237 110 280 | 131 332 164 416 | 164 416 246 625 | 254 646 424 1077| 66 168
120 305|102 258| 64 162 32 0081| 35 0888| 112 284 132 336 | I57 398 196 499 | 19 499 295 75 | 305 775 509 1292| 79 201
150 381|127 323| 79 202| 40 0101|437 1111 | 140 355 165 420 | 196 498 245 624 | 245 624 369 937 | 382 969 636 1615 99 251
200 508|153 388 | 95 242| 53 0135|583 1481 | 187 474 220 560 | 261 663 327 831 | 327 831 492 1249| 509 1292 848 2154| 132 335
300 762|254 646|159 404 | 79 0202|874 2221|280 711 331 840 | - - - - 491 1247 738 1874] 763 1939 1272 323l . -
400 10,16[339 862|212 538|106 0269|1166 2962 655 1663 984 2499
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rp. Specifications may vary

BenQ Europe B.V.

it your local stores for details.

Meerenakkerweg |-17
5652 AR Eindhoven
The Netherlands

Tel: +31 88 8889200
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